NOTE THIS DRAWING IS FOR GUIDANCE ONLY AND MUST NOT BE USED AS A PROPER WORKING DRAWING. FOR ENQUIRIES ABOUT THE LIFT PLEASE CONTACT Globus.
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'——————g ————— - S~ \\/-//// see drawing HL-003 1250 X 800 |1000 X800 | 950 X 780
T R 1715 1715 1715
S 1600 1350 1300
Platform folds up
when not in use T 1210 1100 1100
Y 1130** 1130** 1110**
zZ* 1285** 1285** 1265**
Wall mounted rail » .
* = Additional side access ramp
** = +70mm for stanchion mounted rail
395 *** = Ask for smaller distance
M Remote control )
call stations T ——====== Stairiser Platform Specification
(1 Load: 225kg / 300 kg
Drive: Rack and Pinion
U Speed: 0.08m / sec
s o : —— 8 Travel: subject to survey
A o Stops: 7
}' Motor: 0.33kw
S Power: 240v 1ph 50Hz 10A
TIPS ¢ Colour: RAL 7035 as standard
- N < ” (alternative RAL colours avaliable)
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Note - Platform lift available as a left hand or right hand unit

Stair Angle =

/
0° to 50°
50° to 60° (Max. 2m)
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